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Optical detection of ultrasound is a promising technique for high frequency imaging arrays.
Detection resolution approaches the optical resolution, which can be on the order of the optical
wavelength. We describe here an optical technique for ultrasound detection based on a thin s10 mmd
Fabry–Perot étalon optimized for high resolution imaging. The signal to noise ratio sSNRd
approaches that of an ideal piezoelectric transducer over a 100 MHz bandwidth. Array functionality
is demonstrated by scanning a probe beam along a line. Thermoelastic excitation was applied to
generate acoustic waves in a test phantom containing a single “pointlike” source. An image of the
source was reconstructed using signals acquired from the étalon detector array. © 2005 American
Institute of Physics. fDOI: 10.1063/1.1896085g
The use of ultrasonic imaging at high frequencies
sacoustic microscopyd in science and industry has greatly
increased during the last decade, reaching many new appli-
cations. For example, the microelectronics industry applies
ultrasonic imaging at frequencies in the range of
100–200 MHz to inspect IC packaging1 and
interconnections2 and to monitor automated assembly pro-
cesses such as flip-chip technology.3 Acoustic microscopy
also is a valuable imaging tool for developmental biology
since it allows noninvasive imaging of mice from very early
embryonic stages4–6 through neonate and adulthood. Phar-
maceutical research makes extensive use of mice as disease
models. Indeed, acoustic microscopy is nearly ideal for non-
invasive longitudinal studies of disease progression and
regression.7,8 In these applications the useful frequency range
is 20–60 MHz, where image resolution is typically 60 mm at
a penetration depth of 8 mm.9 Medical applications of acous-
tic microscopy include imaging of internal structures of the
eye,10,11 diagnosing skin pathologies,12 and intravascular im-
aging sIVUSd.
As opposed to ultrasonic imaging in the low MHz range
where piezoelectric array transducers are used, high fre-
quency acoustic microscopy relies on mechanical scanning
of a single element transducer. This limits the ultimate qual-
ity of real-time imaging. The state of the art highest fre-
quency commercial array transducer is used in IVUS systems
and operates at 20 MHz. Array transducers at higher fre-
quencies are not available for routine use due to the limita-
tions of piezoelectric array fabrication technology. Major dif-
ficulties are encountered in dicing piezoceramics to micron
scale elements. Cabling and interconnections pose another
serious challenge since each element requires separate front-
end electronics to overcome the high element impedance.
Developing new transducer technologies to overcome these
difficulties would be highly valuable for a wide range of
acoustic microscopy applications.
Optical techniques for ultrasound detection have been
studied for at least several decades.13–15 They typically rely
on the interaction of ultrasound strain with the optical field to
modulate the optical phase. Optical methods are then applied
to demodulate phase information. The most attractive feature
of optical detection is the small detection size, easily accom-
plished using optical focusing. Other attractive features for
high resolution imaging are the high bandwidth stypically
higher than 100 MHzd and the ability to form an array using
optical imaging.
We have focused on optical detection using a Fabry–
Perot étalon structure as an ultrasound array.15 Étalon detec-
tion of ultrasound was first demonstrated by Thompson.16
More recently, Kostli and Beard17 demonstrated a two-
dimensional étalon array operating at 15 MHz. A Fabry–
Perot étalon consists of a transparent layer coated by semi-
transparent mirrors on both faces. Illuminating the structure
with an optical beam creates multiple reflections within the
étalon, where optical resonance occurs whenever the round
trip path length of the beam within the étalon corresponds to
an integer multiple of the optical wavelength. Resonance is
characterized by a sharp decrease in the optical reflection
near the resonance wavelength. Ultrasonic waves that propa-
gate through the étalon modulate the thickness of the étalon
and therefore modulate the optical path length. The intensity
of the reflected beam is highly sensitive to the optical path
length near resonance. This is the primary mechanism for
ultrasound sensitivity. A schematic illustration of this mecha-
nism is given in Fig. 1.
FIG. 1. Schematic illustration of the basic operation principle of the étalon
detector. Ultrasound input signal induces thickness modulations of the éta-
lon. The étalon transfer function relates the phase modulations to output
intensity modulations.
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We have developed fabrication techniques to produce
very thin polymer étalons on a glass substrate. The bulk is
formed by spin coating an SU-8 polymer solution sepoxy
based photoresist, Microchem Inc.d. Vacuum evaporation of
thin gold layers is used to form the étalon mirrors. An addi-
tional thin polymer layer s1.5 mmd is applied as a final step
to protect the structure. We chose a polymer as the étalon
bulk due to its relatively high compressibility that leads to
high sensitivity. Polymer materials are also better matched
acoustically to water or tissue environments, thus minimiz-
ing acoustic reflections at the étalon’s front interface. A glass
substrate was used for these initial studies. We plan to con-
struct similar structures on a polymer substrate to better
match the entire device to water and tissue environments.
The spatial resolution of an étalon based detector array is
limited first by the resolution of the optical system used to
image the étalon surface onto a photodetector seither a
scanned single photodetector or photodetector arrayd. It can
be further degraded because different illumination angles
have different optical path lengths within the étalon and
therefore different resonance wavelengths. Consequently,
different angular components of the focused optical beam
will have different detection sensitivity. Since the detection
sensitivity will decrease for the higher angular components
of the focused beam, the effective f/# available for detection
is higher than the optical f/#.18 Requiring that the spread of
resonance wavelengths due to the angular content of a fo-
cused beam is smaller than the resonance width measured at
zero angle illumination, yields a limit of l˛Q /8 on the high-
est spatial resolution that can be achieved using étalon detec-
tion sl being the optical wavelength and Q is the quality
factor of the resonator defined as the ratio of the resonance
frequency to the resonance bandwidthd. Consequently, the
sensitivity, directly related to the Q, must be traded off with
element size. We have fabricated a 10 mm thick étalon using
the technique described above. The relatively small thickness
was chosen to support a high temporal bandwidth of
100 MHz and spatial resolution better than 20 mm. A tunable
laser source sHP8168F, HPd in the range of 1440–1590 nm
was used to measure the reflected optical intensity spectrum
of the etalon sFig. 2d. Resonance peaks of Q=300 were ob-
served. Using the l˛Q /8 rule of thumb we estimated a mini-
mal detection size of 9.5 mm. The sensitivity of the étalon
detector was tested by insonifying the étalon with a focused
ultrasonic transducer having a center frequency of 50 MHz
and an f# of 1.4. The tight focusing is achieved using a
curved lithium niobate active element. Double quarter wave
matching layers optimize acoustic coupling of the active el-
ement to water environment, yielding a bandwidth of 60%.19
The optical set-up included a lens focusing the probe
beam to a 15 mm spot size on the étalon. The reflected light
was collected by the same lens and detected using an ampli-
fied InGaAs photodiode s818-BB-30A, Newportd. The opti-
cal reflection signal was recorded and compared with the
pulse-echo signal detected by the ultrasonic transducer. Fig-
ure 3 shows the étalon signal and the corresponding pulse-
echo signal ssingle-shot recordingsd in both time and fre-
quency domains. Higher SNR is observed in the étalon
signal compared to the pulse-echo. Frequency domain pre-
sentation shows enhancement of high frequency components
shigher than 50 MHzd in the étalon response.
The optical set-up was mounted on a precision motor-
ized 2D translation stage to scan the optical probe beam over
the étalon surface. Detector array functionality was achieved
by recording the étalon signal at multiple positions of the
probe beam. To test the imaging capability of the étalon we
prepared a gel phantom containing a single black, 50 mm
diameter, polystyrene sphere. By illuminating the phantom
with a pulsed Nd:YAG laser sl=532 nm, pulse fluence
=8 mJ/cm2, pulse duration=4 ns, and repetition rate
=15 Hzd a photoacoustic source was created. Figure 4 shows
a typical photoacoustic signal detected by the étalon. The
peak acoustic pressure Pac observed at a distance r from a





where c is the sound velocity, b is the thermal expansion
coefficient, W is the absorbed energy density, and CP is the
specific heat capacity. Using the above expression we esti-
mated the peak acoustic pressure in our case, to be 2.1 kPa at
the detection position, representing a noise equivalent pres-
FIG. 2. Spectrum of the reflected intensity of a 10 mm thick SU-8 étalon.
FIG. 3. Signals from the 50 MHz source: stopd étalon signal, smiddled
pulse-echo signal, sbottomd power spectra of étalon and pulse-echo signals.
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sure sNEPd of 0.2 Pa/˛Hz over a 50 MHz band.
The étalon signal was recorded while scanning the probe
beam along a 4 mm line segment si.e., imaging apertured at
20 mm intervals. Figure 4 stopd shows a wavefield plot of the
detected photoacoustic field. Typical array beam forming
with dynamic focusing was applied to these data to produce
the image of Fig. 4 sbottomd. Bandpass filtering s4 MHz to
40 MHzd and demodulation schemes were then applied to
convert the field image into an intensity image. Clearly, the
50 mm diameter photoacoustic source was imaged with high
spatial resolution and minimal artifacts.
Development and characterization of a polymeric etalon
optical device that functions as an ultrasound detector array
has been described. This structure was designed and opti-
mized to detect ultrasound at a very high bandwidth, exceed-
ing 100 MHz. Very high spatial resolution is gained by op-
tical focusing of the interrogating laser beam on the etalon
that creates an acoustic detection size of approximately
15 mm.
The optical spot is mechanically scanned to produce an
array of detection positions, yet simultaneous detection of
more than one array element is highly desirable for real-time
imaging. This can be realized by splitting the interrogating
beam into several focused spots on the etalon’s surface and
using a photodiode array to detect the reflected light from
each spot.17 Two technical issues must be addressed to
achieve parallel array detection. First, the laser power should
be increased in direct proportion to the number of elements
to maintain high SNR. This can be acomplished using Er-
bium doped fiber amplifiers sEDFAd. Each EDFA can sup-
port a subarray of 20–30 elements. Second, the étalon should
be uniform across the array aperture to minimize differences
in sensitivity between array elements. We have tested the
uniformity of two types of polymer etalons constructed from
SU8 and Parylene. Parylene etalons are formed using a
vacuum deposition polymerization technique.20 The change
in optical resonance wavelength across a typical array aper-
ture of 2 mm was measured for the two étalon types sFig. 5d.
The uniformity of the Parylene etalon is significantly better
than that of the SU8 one, allowing for array interrogation
using multiple beams from a single laser source. Combining
this result with the high SNR scomparable with that of a
large aperture piezoelectric transducerd and very small detec-
tion size s15 mmd makes the étalon detector a promising al-
ternative to piezoelectric array for high resolution ultrasonic
imaging applications.
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FIG. 4. sTopd Wavefield plot across a 4 mm imaging aperture of the acoustic
field radiated from black 50 mm diam sphere after short laser pulse illumi-
nation. sBottomd Reconstructed image of the photoacoustic source
s800 mm3800 mm field of view, 20 db dynamic ranged.
FIG. 5. Relative change in resonance wavelength as a function of position in
SU-8 and Parylene étalons
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